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A user with administrative rights must run the installer to work correctly.

Help files for some of the applications may not work in Microsoft Windows Vista.  Do resolve this, download the WinHlp32 application from Microsoft by visiting http://go.microsoft.com/fwlink/?LinkID=82148.

During the installation process, if a previous version of an MDS product is found on your computer, you will be asked to uninstall it.  It is recommended that you uninstall these preexisting applications, and use the Toolbox for future access to these programs.

When running the installer, you have the option to select any of the following applications to be included in your toolbox.  If you want to add or remove applications in the future, do so from within the Toolbox, or run the Add Features or Remove Features installer. 

EL705 Configuration Version 1.1
The MDS EL705 Configuration Software is a utility that provides an easy way to configure EL705 radio parameters.

iNET Autobaud Console Login Version 1.5

Used with an iNET radio to return COM1 to diagnostics mode.

LEDR Flash Utility Version 1.52.000

Upgrade LEDR2 firmware.

MDS DATA LinkWatcher Version 2.2.1

Send and Receive SCADA polling messages to be used with RTU Simulator on Transparent Radios.  Connects via Serial Communication Port. Link Watcher has some limited DDE capabilities.

NET Connectivity Window Version 1.1.7

The Net Connectivity Window is a Windows-based software application designed to monitor the connectivity status, RSSI, and traffic of the MDS iNET 900 and MDS eNET 900 mobile remotes. The iNET side of the application periodically polls a locally connected iNET remote to determine the RSSI level, as well as the state of association (associated, scanning, or connecting), where the eNET side of the application receives data from the remote without polling the remote.

Monitor the connectivity status, RSSI, and traffic of the MDS iNET 900 and MDS eNET 900 mobile remotes
Poller Version 1.22
Performs serial/IP polls and responds for NB-NET radios.  Measure performance statistics (times, RSSI, etc…)

Poller and Responder are a pair of utilities that can be used to simulate data traffic and obtain corresponding statistics.

Radio Configuration Software Version 2.4.3

The MDS Radio Configuration Software is a software utility to download, upload and manage radio parameters of MDS transceiver products.

MDS Remote Firmware Upgrade Utility Version 4.1.0

Upgrade NB-NET remotes (entraNET, NETio, etc)

Responder Version 1.20

Performs serial/IP polls and responds for NB-NET radios.  Measure performance statistics (times, RSSI, etc…)

Poller and Responder are a pair of utilities that can be used to simulate data traffic and obtain corresponding statistics.

RSIM Version 2.17

Runs with MDS RTU simulator or with PC running this software.  One PC may handle both ends of the link if you have COM1: and COM2: available.

MS-DOS based application for RTU Poll Simulations.

TFTP Server 1.12

Serves AP firmware packages via TFTP.

TransNET Configuration Software Version 2.3.5

The MDS transNet Configuration Software is a utility that provides an easy way to configure transNet radio parameters

Modify and query radio parameters via a serial port connection to the RJ-11 diagnostic connector on the TransNET radio. This utility can also be used to upgrade TransNET firmware.

Radio Software UPGRADE Version 1.7.1

Upgrade/Download firmware image via serial port to MDS narrowband radios.

MS-DOS based application to upgrade Radio firmware.

